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of 1000C Panel 


Starting in January 1994J you will be receiving the BHS-1000C panels in your branches. 
"’These panels will replace the BHS-1000B panels we are currently installing. No more BHS- 
1000B panels will be made and the new panels will be shipped when we use all the 
remaining stock. 

There are several differences in the new BHS-1000C panel. These changes are listed below 
and explained in detail cm the following pages. 

a. Three Digit Codes 

b. Wrap Around Codes 

c. Violation at Expiration of Exit Delay Option 

d Dialer Delay 

e. Cancel Command During Dialer Delay 

f. Arm Instant 

Included in the following paper work is a programming chart and a page on how to test the 
new BHS-1000C panel. 

Make sure all technicians are aware of the new panel and how to program it. Please make 
copies of these pages and distribute diem at your next tech meeting. 


NOIE: When you send a BHS-1000B mother board back to the factory for repair, you will 
receive a BHS-1000C mother board in retwn. 


(Dennis/IOOOQ 
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5) Cancel Command (Address 033) During Dialer Delay; 

if a valid code Is entered followed by [#l,l9i, during the dialer delay 
period, then dialer messages will be aborted, if a valid code is entered 
followed by {#1,191, after the dialer delay period, the dialer messages will 
be transmitted along with a Cancel signal. 

6) Arm Instant; (HardCoded) 

if the t#l,[5l, "instant" command is activated after arming, the 80 second 
exit time is immediately aborted, and all Entry/Exlt doors act as if they 
were standard instant doors, unlike the "B"Panel that would still allow exit 
time and only the entry delay was aborted. 
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Testing BHS-1000C: 

1) [#\ [7] and wait for CONFIRMATION. CONFIRMATION = Short siren blast & beep from 
Keypad. If confirmation is not received then troubleshoot and begin with step 1 again. 

2) 474, trip in this order Police, Medical, Fire on Keypad. Then 474 to exit test mode, [#] 

[9] to trip Cancel. Wait for CONFIRMATION. 

i 

3) Enter 474, [#\ [5] (To make zones Instant) & Trip all the Zones. Enter 474 to exit test 
mode, and wait for CONFIRMATION. 

Note: If a Smoke/Heat detector is installed disconnect & reconnect the red wire powering the detector 
in order to trigger a trouble code, then trip the Smoke/Heat detector. If a Heat only detector is used on 
a different zone from the Smoke/Heat detector then trigger another trouble code by disconnecting & 
reconnecting one of the loop wires to the heat detector at the control panel. 


Other Notes (Same as BHS-1000B): 

Phone Line Cut Monitor (Chargeable feature) - To enable, program as follows: 

Zone Type (068) = 4 (To enable Day Night loop) 

In the disarmed state, a trouble condition will exist (if violated 2-4 minutes). If armed, only a local alarm 
will sound. It will not report to Brinks. Alarm will automatically dear when phone line is restored. 

Unused Zones - Program all unused zones as Zone Type ([14] Non-Existent), jumpers will not be 
necessary. 

EOLR - No EOLR (RESISTORS) are used unless zone is programmed as a Fire. 


Fire Zone - If a Fire is enabled then the following programming changes must be made to meet UL 
requirements: 


1) Zone Type = 11 

2) Zone Options 1 = 4 

3) Trouble Options 2 = 

4) L.B. Options 2=1 


(To enable 
(To enable 
1 (To enable 

(To enable 


zone 8 for Fire) 
zone 8 for Trouble) 
Trouble report) 

Low Batt report) 


Address 028 = 11 
Address 029 = 4 
Address 127 = l 
Address 091 = 1 
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Default Programming changes; (These Options must be left enabled) 

A) Three Digit codes, enabled 

B) wrap Around code, enabled 

C) violation at Expiration of Exit Delay option, enabled 

D) Dialer Delay By zone, enabled for 20 seconds on burglary zone types only 

E) cancel command During Dialer Delay, enabled 

F) Exit Time, is now set for 80 seconds 

1) Three/Four Digit Code Option; (Address 071) 

This makes all codes become three digits. If a code is "1234" then it will 
become "123". This also includes the Installer test code "4749" will then 
become "474". 

2) Wrap Around Code Option; (Address 071) 

Allows code to be accepted if the last 3 or 4 digits are correct. This 
eliminates having to use [#i,KH, to clear an Invalid code. Example: (With 
Three Digit code Enabled) if the code is "123" and "3123" is entered this 
would be accepted as a valid code. The panel will only look at the last 3 
digits entered. Like the "B"Panel, the wrong code Lockout will still 
activate after five invalid attempts. The bhs-ioooc determines this by the 
total number of 0-9 keys pressed, once 15 keys have been pressed with 
out a valid code, the Lockout is then enabled. 

3) Violation at Expiration of Exit Delay Option; (Address 035) 

Any Entry/Exlt door, if left ajar, will trigger an alarm at the end of the 
programmed exit delay time. 

4) Dialer Delay; (Address 246,247and Zone Options 1) 

Reporting of messages will be delayed for programmed dialer delay time. 
This option is only to be used on burglary zone types, if another burglary 
zone type Is added, then the dialer delay must also be activated for that 
zone by adjusting "zone options 1". Also if a non-burglary zone type is 
programmed, then the dialer delay for that zone must be disabled by 
adjusting "zone Options 1". 



